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Cold water high-pressure

Solar plus 160 DIGIT cleaners

Standard equipment:

4 R
DIGITAL CONTROL 6.001.0155
SYSTEM
6.002.0340 H
6.002.0637 varioser <iiliig
6.002.0346
6.002.0371
4.018.0154
6.002.0669
Equipped with:
- Y,

* Three pistons, aluminium pump head with built-in by-pass valve ¢ Automatic
Stop System ¢ Digital Control System e Telescopic handle ® Accessory storage
facility ® Standard set of accessories  Adjustable Foam System ¢ Hose-reel

* Turbo lance ® High pressure hose / pump quick coupling ¢ Handle for

horizontal transport and large wheels with rubber tread

- ‘

Solar plus 160 DIGIT

Code 8.113.0016C
Pressure - bar max 160

Delivery rate - I/h max 510

Absoberd power - W 2500

Voltage 230V ~ 50 Hz
Packaging dimension/Weight 37x37x67 cm/13 Kg

Machine dimension
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DIGITAL CONTROL SYSTEM

Power level
indicator

Visual indication of the washing

ON/OFF switch with
soft start system

| / O switch, it lights up when

power level used pressed
Ordinar Child safe - Temperature
P> inary liah a ty N peratu
maintenance light system warning light
Light flashing: The machine is powered Light flashing:
it is necessary an ordinary but cannot be used the operating temperature

maintenance control

has exceeded the reference
threshold

- Under Operation

Stand-by

- Automatic shut off
system

Coloured steady lights indicating the
machine status.

Steady red light: the machine has been
automatically disconnected because it has
not been used for more than 20 minutes

tﬂ. FrEre Wash!ng program
SOFT MEDIUM HARD selection

Program SOFT: 50% ENERGY SAVING
to wash bycicles and garden furniture.

Program MEDIUM: 25% ENERGY SAVING
to wash cars, motorbikes and caravans

Program HARD: 100% POWER
to wash brick walls, asphalt and driveways



